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However, submitting a compliance re-
port will not otherwise affect any obli-
gation you may have to report devi-
ations from permit requirements to the 
permitting authority. 

§ 63.8490 What records must I keep? 

(a) You must keep the records listed 
in paragraphs (a)(1) through (4) of this 
section. 

(1) A copy of each notification and re-
port that you submitted to comply 
with this subpart, including all docu-
mentation supporting any Initial Noti-
fication or Notification of Compliance 
Status that you submitted, according 
to the requirements in § 63.10(b)(2)(xiv). 

(2) The records in § 63.6(e)(3)(iii) 
through (v) related to startup, shut-
down, and malfunction. 

(3) Records of performance tests as 
required in § 63.10(b)(2)(viii). 

(4) Records relating to control device 
maintenance and documentation of 
your approved routine control device 
maintenance exemption, if you request 
such an exemption under § 63.8420(e). 

(b) You must keep the records re-
quired in Table 5 to this subpart to 
show continuous compliance with each 
emission limitation that applies to 
you. 

(c) You must also maintain the 
records listed in paragraphs (c)(1) 
through (6) of this section. 

(1) For each bag leak detection sys-
tem, records of each alarm, the time of 
the alarm, the time corrective action 
was initiated and completed, and a 
brief description of the cause of the 
alarm and the corrective action taken. 

(2) For each deviation of an operating 
limit parameter value, the date, time, 
and duration of the deviation, a brief 
explanation of the cause of the devi-
ation and the corrective action taken, 
and whether the deviation occurred 
during a period of startup, shutdown, 
or malfunction. 

(3) For each affected source, records 
of production rates on a fired-product 
basis. 

(4) Records for any approved alter-
native monitoring or test procedures. 

(5) Records of maintenance and in-
spections performed on the APCD. 

(6) Current copies of your SSMP and 
OM&M plan, including any revisions, 

with records documenting conform-
ance. 

§ 63.8495 In what form and for how 
long must I keep my records? 

(a) Your records must be in a form 
suitable and readily available for expe-
ditious review, according to 
§ 63.10(b)(1). 

(b) As specified in § 63.10(b)(1), you 
must keep each record for 5 years fol-
lowing the date of each occurrence, 
measurement, maintenance, corrective 
action, report, or record. 

(c) You must keep each record onsite 
for at least 2 years after the date of 
each occurrence, measurement, main-
tenance, corrective action, report, or 
record, according to § 63.10(b)(1). You 
may keep the records offsite for the re-
maining 3 years. 

OTHER REQUIREMENTS AND INFORMATION 

§ 63.8505 What parts of the General 
Provisions apply to me? 

Table 7 to this subpart shows which 
parts of the General Provisions in 
§§ 63.1 through 63.15 apply to you. 

§ 63.8510 Who implements and en-
forces this subpart? 

(a) This subpart can be implemented 
and enforced by us, the U.S. EPA, or a 
delegated authority such as your 
State, local, or tribal agency. If the 
U.S. EPA Administrator has delegated 
authority to your State, local, or tribal 
agency, then that agency, in addition 
to the U.S. EPA, has the authority to 
implement and enforce this subpart. 
You should contact your U.S. EPA Re-
gional Office to find out if implementa-
tion and enforcement of this subpart is 
delegated to your State, local, or tribal 
agency. 

(b) In delegating implementation and 
enforcement authority of this subpart 
to a State, local, or tribal agency 
under section 40 CFR part 63, subpart 
E, the authorities contained in para-
graph (c) of this section are retained by 
the Administrator of the U.S. EPA and 
are not transferred to the State, local, 
or tribal agency. 

(c) The authorities that cannot be 
delegated to State, local, or tribal 
agencies are as specified in paragraphs 
(c)(1) through (4) of this section. 
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(1) Approval of alternatives to the ap-
plicability requirements in §§ 63.8385 
and 63.8390, the compliance date re-
quirements in § 63.8395, and the non- 
opacity emission limitations in 
§ 63.8405. 

(2) Approval of major changes to test 
methods under § 63.7(e)(2)(ii) and (f) and 
as defined in § 63.90. 

(3) Approval of major changes to 
monitoring under § 63.8(f) and as de-
fined in § 63.90. 

(4) Approval of major changes to rec-
ordkeeping and reporting under 
§ 63.10(f) and as defined in § 63.90. 

§ 63.8515 What definitions apply to this 
subpart? 

Terms used in this subpart are de-
fined in the Clean Air Act, in § 63.2, and 
in this section as follows: 

Air pollution control device (APCD) 
means any equipment that reduces the 
quantity of a pollutant that is emitted 
to the air. 

Bag leak detection system means an in-
strument that is capable of monitoring 
PM loadings in the exhaust of a fabric 
filter in order to detect bag failures. A 
bag leak detection system includes, but 
is not limited to, an instrument that 
operates on triboelectric, light-scat-
tering, light-transmittance, or other 
effects to monitor relative PM load-
ings. 

Brick and structural clay products 
(BSCP) manufacturing facility means a 
plant site that manufactures brick (in-
cluding, but not limited to, face brick, 
structural brick, and brick pavers); 
clay pipe; roof tile; extruded floor and 
wall tile; and/or other extruded, dimen-
sional clay products. Brick and struc-
tural clay products manufacturing fa-
cilities typically process raw clay and 
shale, form the processed materials 
into bricks or shapes, and dry and fire 
the bricks or shapes. 

Deviation means any instance in 
which an affected source subject to this 
subpart, or an owner or operator of 
such a source: 

(1) Fails to meet any requirement or 
obligation established by this subpart 
including, but not limited to, any emis-
sion limitation (including any oper-
ating limit) or work practice standard; 

(2) Fails to meet any term or condi-
tion that is adopted to implement an 

applicable requirement in this subpart 
for any affected source required to ob-
tain such a permit; or 

(3) Fails to meet any emission limi-
tation (including any operating limit) 
or work practice standard in this sub-
part during startup, shutdown, or mal-
function, regardless of whether or not 
such failure is permitted by this sub-
part. 

Dry lime injection fabric filter (DIFF) 
means an APCD that includes contin-
uous injection of hydrated lime or 
other sorbent into a duct or reaction 
chamber followed by a fabric filter. 

Dry lime scrubber/fabric filter (DLS/FF) 
means an APCD that includes contin-
uous injection of humidified hydrated 
lime or other sorbent into a reaction 
chamber followed by a fabric filter. 
These systems typically include recir-
culation of some of the sorbent. 

Dry limestone adsorber (DLA) means 
an APCD that includes a limestone 
storage bin, a reaction chamber that is 
essentially a packed tower filled with 
limestone, and may or may not include 
a peeling drum that mechanically 
scrapes reacted limestone to regen-
erate the stone for reuse. 

Emission limitation means any emis-
sion limit or operating limit. 

Fabric filter means an APCD used to 
capture PM by filtering a gas stream 
through filter media; also known as a 
baghouse. 

Initial startup means: 
(1) For a new or reconstructed tunnel 

kiln controlled with a DLA, and for a 
tunnel kiln that would be considered 
reconstructed but for § 63.8390(i)(1) or 
§ 63.8390(i)(2), the time at which the 
temperature in the kiln first reaches 
260 °C (500 °F) and the kiln contains 
product; or 

(2) For a new or reconstructed tunnel 
kiln controlled with a DIFF, DLS/FF, 
or WS, the time at which the kiln first 
reaches a level of production that is 
equal to 75 percent of the kiln design 
capacity or 12 months after the af-
fected source begins firing BSCP, 
whichever is earlier. 

Kiln exhaust process stream means the 
portion of the exhaust from a tunnel 
kiln that exhausts directly to the at-
mosphere (or to an APCD), rather than 
to a sawdust dryer. 
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